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PART 1—CERTIFICATION, IDENTIFI
CATION, AND MARKING OF AIR
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NESS; NORMAL CATEGORY 
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AIR CARRIER CERTIFICATION AND 
OPERATION RULES 

PART 41—CERTIFICATION AND OP
ERATION RULES FOR SCHEDULED 
AIR CARRIER OPERATIONS OUT
SIDE THE CONTINENTAL LIMITS OP 
THE UNITED STATES 
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AND OFF-ROUTE RULES 

PART 43—GENERAL OPERATION 
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PART 46—SCHEDULED AIR CARRIER 
HELICOPTER CERTIFICATION AND 
OPERATION RULES 

Special Civil Air Regulation; Provi
sional Certification and Operation 
of Aircraft 

Special Civil Air Regulation No. SR-
425A was adopted on July 22, 1958, to 
prqvide for provisional certification of 

turbine-powered transport category air
planes in order to permit certain air car
riers and manufacturers to conduct crew 
training, service testing, and simulated 
air carrier operations prior to introduc
tion of the airplanes into commercial 
service. The objective of this regulation 
was to provide a means whereby the air 
carriers and manufacturers could obtain 
as much experience as possible with tur
bine-powered airplanes which, although 
safe for flight, had not been approved for 
the issuance of a type certificate. 

Special Civil Air Regulation No. SR-
425B, which superseded SR-425A, was 
adopted on April 1. 1960, to extend the 
application of the regulation to: (1) 
Piston-engine transport category air
craft, including rotorcraft; and (2) 
personal and executive type aircraft, 
including rotorcraft, irrespective of pow-
erpiant type. In addition, this regulation 
permitted operations such as sales dem
onstrations and market surveys with 
aircraft having a provisional type and 
airworthiness certificate. 

To accomplish this, 5IV425B provided 
for, among other things, the issuance of 
two classes of provisional type and air
worthiness certificates. Class I provi
sional and airworthiness certificates 
could be issued for all types Of air
craft for operation by the air
craft manufacturer. Class H provisional 
t y p e a n d airworthiness certificates 
could be Issued only for transport cate
gory aircraft, but these aircraft could be 
operated by either the aircraft manufac
turer or a certificated air carrier. In 
general, the requirements for the issu
ance of Class I provisional certificates 
were less stringent, and the operating 
limitations less confining, than those for 
the issuance of Ciass II provisional cer
tificates. 

Under the provisions of SR-425B, 
however, eligibility to apply for Class I 
provisional certificates was limited to 
aircraft manufacturers. A recommen
dation that this eligibility be extended 
to include engine manufacturers had 
been evaluated by the Agency prior to 
the adoption of SR-425B, but rule 
making action on such extension was 
deferred until additional experience with 
provisional certification could be ac
quired. 

Experience accumulated since the 
adoption of SR-425B has indicated that 
ID would be practicable for engine manu
facturers, who have altered a type cer
tificated aircraft by installing type cer
tificated engines of their own manufac
ture in place of the original engines, to 
show compliance with the currently 
effective requirements for issuance of 
Class I provisional type and provisional 
airworthiness certificates; and that com
pliance with these requirements will in
sure safe operation of provisionally 
certificated aircraft by such engine 
manufacturers. Further, the Agency be
lieves that operations conducted by 
engine manufacturers under the terms 
ot'CIass I provisional certificates, for the 
purpose of sales demonstrations, market 
surveys, and other similar activities re
lated to the sale of their engines, would 
contribute to the promotion and de
velopment of civil aeronautics in the 
United States. 

SR-425B is therefore being superseded 
by SR-425C to permit certain engine 
manufacturers to apply for Class I pro
visional type and provisional airworthi
ness certificates if they have applied for 
the issuance of a supplemental type cer
tificate. 

Since this is a superseding regulation 
which relieves restrictions and imposes 
no additional burden on any person, 
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notice and public procedures hereon are 
unnecessary, and this regulation may be 
made effective on less than 30 days' 
notice. 

m consideration of the foregoing, the 
following Special C-.vil Air Regulation 
is adopted to become effective June 6, 
1961. 

1 Appizrainh:^. Contrary provisions of 
the Civil Air Begul&iiors notwithstanding, 
pre visions! type and airworthiness cerUn* 

arnendineii^ to proTtsiaiial type cer-
:i£ca_Le5. and TVV̂ -IÎ V.M -»,.' amendments to 
-.j-pe certificates, sill be issued as prescribed 
ILL' ihiis regulation to a manufacturer or an 

îr earner. As used 1c this regulation, a 
mar../flnnrcr shall mean only a manufac-
lurer who is & citizen o*. the United States; 
and iJae term air carrier shall not Include 
an air tail operator. 

2. KligibiUtj. 
rai A mantifscTurer of aircraft manufac

tured by him within the United States may 
apply for Class I cc Clsss H provtsloiial type 
and pronsional ajrworthiiies certificates, 
for amendments TO provisional type certifi
cates held by him. and for provisional 
amendments to type certificates held by him. 

(bi An air carrier nolditg an air carrier 
operating certificate auih£irizing htm to con
duct operations under Parts 40. 41. 42, or 
46 of the Civil Air Beg-uiaiiems may apply for 
Class n proTislQzja! alrwfcrihiness certifi
cates lor t ra i l e r : category aircraft which 
meet the conditions cf either subparagraphs 
(1 \ 07 ( 2 t of this paragraph 

il i The aircraft has a currently valid 
Class n proTiEioiia! >ype certificate or an 
amendment thereto; 

<2i The aircraft has a currently valid 
provisional amendment to- a type certificate 
which was precedeo by a ccrresponding Class 
n proTiaioEJil type cerUiics^e. 

(c i An ermine rr - IDurer who has al
tered a type certificated aircraft by Install Lng 
different type certificated engines, manufac
tured by him withlr. the United States. In 
place of the crigir^i; er,err.es. may apply for 
Class I provisional type &rd provisional air
worthiness cartterases for such atrcraft, and 
for amendments to Class I provisional type 
certificates held by him. if the basic alreraf *.. 
before alterauoE wis -ype certificated In the 
normal, ntlllty. ftcro-batic. or transport 
CAtegory. 

3. Appkcati&r.—General. Applications 
for proTisioaal type and airworthiness certifi
cates. I or ameiidmeriis to provisional type 
certificates., and far proTtslonal amendments 
to type ceni£ciies. shall be submitted to the 
Chief. Flight Star-dards Division, FAA. of the 
Regional OSes in which the manufacturer 
or air carrier Is located and shat* be accom
panied by the pertinent inf ormauon specified 
In this regulailon. 

4. I>urutLon. Unless sooner surrendered, 
superseded, reTc&ed. cr otherwise terminated. 

certificates. and amendments thereto, 
have periods of duration in accordance with 
paragraphs (a) through (f) of this section. 

<a) A Class I provisional type certificate 
shall remain in effect for 24 months alter the 
date of its Issuance or until the date of Is
suance of the corresponding type or supple
mental type certificate, whichever occurs 
first. 

(o) A Class I provisional type certificate 
shall expire immediately upon issuance of a 
Class n provisional type certificate for air
craft of the same type design. 

<e) A Class n provisional type certificate 
shall remain In effect for 6 months after the 
date of its issuance or 60 days after the date 
of issuance of the corresponding type certifi
cate, whichever occurs first. 

<d) An amendment to a Class I or a Class 
n provisional type certificate shall remain 
in effect for the duration of the correspond
ing provisional type certificate. 

(e) A provisional amendment to a type 
certificate shall remain in effect for 6 months 
after its approval or until the amendment 
to the type certificate Is approved, which
ever occurs first. 

(fj Provisional airworthiness certlficSrtes 
shall remain in effect for the duration of the 
corresponding provisional type certificate, 
amendment to a provisional type certificate, 
or a provisional amendment to the type cer
tificate. 

5. Transferability of certificates. Certifi
cates Issued pursuant to this regulation are 
not transferable except that a Class U pro* 
visional airworthiness certificate may be 
transferred to an air carrier eligible to apply 
for such certificate under section 2 of this 
regulation. 

6. Display cf certificates and markings. A 
provisional airworthiness certificate shall be 
prominently displayed in the aircraft for 
which It is Issued. The words "Provisional 
Airworthiness" shall be painted In letters not 
less than 2 inches high on the eiterlor of such 
alrcraft adjacent to each entrance to the 
cpbin and cocfcplt of the aircraft 

REQUIREMENTS FOE ISŜ Â 'CL 
7. Class I provisional type certificates. A 

Class I provisional type certificate and 
amendments, thereto will be issued for a par
ticular type design when the eligible aircraft 
or engine manufacturer shows compliance 
with the provisions of paragraph (a) through 
If) of this section, and an authorized rep
resentative of the Administrator finds, on the 
basis of information submlttea to him by 
the manufacturer in compliance with the 
provisions of this section and of other rele
vant Information, that there Is no feature, 
characteristic, or condition which would 
r^r.der the aircraft unsafe when operated in 
accordance with the limitations established 
in paragraph (d) of this section and In sec
tion 13 of this regulation. 

ia> The manufacturer has applied for the 
issuance of a type or supplemental type cer
tificate for the aircraft. 

(b) The manufacturer certifies that the 
aircraft has met the provisions of subpara
graphs il) through <3) of this paragraph. 

(1) The aircraft has been designed and 
constructed in accordance with the air
worthiness requirements applicable to the 
Issuance of the type or supplemental type 
certificate for the aircraft; 

(2 r The aircraft substantially complies 
with the applicable flight characteristics re
quirements for the type or supplemental typB 
certificate; 

(3) The aircraft can be operated safely 
under the appropriate operating limitations 
specified in this regulation. 

(c> The manufacturer has submitted a re
port showing that the aircraft had been 
flown in all maneuvers necessary to show 
compliance with the flight requirements for 
the issuance of the type or supplemental 
type certificate and to establish that the air
craft can be operated safely In accordance 
with the limitations specified In this 
regulation. 

<d) The manufacturer has established 
limitations with respect to weights, speeds, 
flight maneuvers, loading, operation of con
trols and equipment, and all other relevant 
factors. The limitations shall include all the 
limitations required for the issuance of a 
type or supplemental type certificate for the 
aircraft: Provided, That, where such limita
tions have not been established, appropriate 
restrictions on the operation of the aircraft 
shall be established. 

(e) The manufacturer has established an 
inspection and maintenance program for the 
continued airworthiness of the aircraft-

(t} A prototype aircraft has been flown by 
the manufacturer for at least 50 hours pur
suant to tbe authority of an experimental 
certificate Issued under Part 1 of the Civil 
Air Regulations or under the auspices of a 
United States military service: Provided, 
That the number of flight hours may be re
duced by the authorized representative. jrf 
the Administrator in the case of an amend
ment to a provisional type certificate. 

8. Class I provisional airworthiness cerft-ficatts. Except as provided in section 12 of 
this regulation, a Class I provisional air
worthiness certificate will be issued for an 
aircraft, for which a Class I provisional type 
certificate is in eflect, when the eligible 
aircraft or engine manufacturer shows com
pliance with the provisions of paragraphs (a) 
through (d) of this section, and an author
ized representative ol the Administrator finds 
that there Is no feature, characteristic, or 
condition of the aircraft which would render 
the aircraft unsafe when operated In accord
ance with the limitations established in 
sections 7(d, and 13 of this regulation. 

<a> The manufacturer is the holder of the 
provisional type certificate for the aircraft. 
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(b) The manufacturer submits a state
ment that the aircraft conforms to the type 
design corresponding with the provisional 
type certificate and has been found by him 
tn be m safe operating condition under the 
applicable limitations. 

(c) The aircraft has been flnwn at least 
5 hours by the manufacturer. 

fd) The aircraft has been supplied with 
a provisional aircraft flight manual or other 
document and appropriate placards contain
ing the limitations required by sections 7(d) 
and 13 of this regulation. 

9. Class II provisional type, certificates. A 
Class II provisional type certificate and 
amendments thereto will be Issued for a 
particular transport category type design 
when the manufacturer of the aircraft shows 
compliance with the provisions of paragraphs 
(a) through (h) of this section, and an au
thorized representative of the Administrator 
finds, on the basis of information submitted 
to him by the manufacturer in compliance 
with the provisions of this section and of 
other relevant information, that there is no 
feature, characteristic, or condition which 
would render the aircraft unsafe when op
erated in accordance with the limitations 
established In paragraph (f) of this section 
and in sections 13 and 14 of this regulation. 

(a) The manufacturer has applied for the 
issuance of a transport category type certi
ficate for the aircraft. 

(b) The manufacturer holds a type certifi
cate and a currently effective production 
certificate for at least one other aircraft in 
the same trftnsport category as the subject 
aircraf t. 

(c) The Agency's official flight test pro
gram with respect to the issuance of a type 
certificate for the aircraft is in progress. 

fd) The manufacturer certifies that the 
aircraft has met the provisions of subpara
graphs (1) through (Z) of this paragraph. 

ll) The aircraft has been designed and 
constructed in accordance with the air
worthiness requirements applicable to the 
issuance of the type certificate for the air
craft; 

{2) The aircraft substantially complies 
with the applicable night characteristics 
requirements for the type certificate; 

(3) The aircraft can be operated safely 
under the appropriate operating limitations 
specified, in this regulation. 

(e) The manufacturer has submitted a 
report showing that the aircraft had been 
flown in all maneuvers necessary to show 
compliance with the flight requirements for 
the issuance of the type certificate and to 
establish that the aircraft can be operated 
safely in accordance with the limitations 
specified in this regulation. 

(f) The manufacturer has prepared a pro
visional aircraft flight manual which in
cludes limitations with respect to weights, 
speeds, flight maneuvers, loading, operation 
of controls and equipment, and all other 

relevant factors. The limitations shall In
clude all the limitations required for the 
issuance of a type certificate for the air
craft: Provided. That, where such limitations 
have not been established, the provisional 
flight manual shall contain appropriate re
strictions on the operation of the aircraft, 

(g) The manufacturer has established an 
Inspection and maintenance program for 
the continued airworthiness of the aircraft. 

(h) A prototype aircraft has been flown 
by the manufacturer for at least 100 hours 
pursuant to the authority of either an ex
perimental certificate Issued under Part 1 
of the Civil Air Regulations or a Class I provi
sional airworthiness certificate; Provided, 
That the number of flight hours may be re
duced by the authorized representative of 
the Administrator in the case of an amend
ment to a provisional type certificate. 

10. Crass II provisional airworthiness 
certificates. Except as provided In section 
12 of this regulation, a Class II provisional 
airworthiness certificate will be issued for 
an aircraft, for which a Class II provisional 
type certificate is in effect, when tht appli
cant shows compliance with the provisions 
of paragraphs (a) through (e) of this sec
tion, and an authorized representative of th& 
Administrator flndB that there Is no feature, 
characteristic, or condition of the aircraft 
which would render the aircraft unsafe when 
operated in accordance with the limitations 
established in sections 9(f), 13, and 14 of 
this regulation. 

(a) The applicant submits evidence that a 
Class II provisional type certificate for the 
aircraft has been issued to the manufacturer. 

{b) The applicant submits a statement by 
the manufacturer that the aircraft has been 
manufactured under a quality control system 
adequate to ensure that the aircraft con
forms to the type design corresponding with 
the provisional type certificate. 

(c) The applicant submits a statement 
that the aircraft has been found by him to 
be in a safe operating condition under the 
applicable limitations. 

(d) The applicant submits a statement 
that the aircraft has been flown at least 5 
hours by the manufacturer. 

(e) The aircraft has been supplied with a 
provisional aircraft flight manual containing 
the limitations required by sections 9(f) , 13, 
and LL of this regulation. 

11. Provisional' amendments to type cer
tificate, A provisional amendment to a type 
certificate will be approved when the manu
facturer of the type certificated aircraft 
shows compliance with the provisions of 
paragraphs (a) through (g) of this section, 
and an authorized representative of the Ad
ministrator finds, on the basis of informa
tion submitted to him by the manufacturer 
in compliance with the provisions of this 
section and. of other relevant information, 
that there Is no feature, characteristic or 
condition which would render the aircraft 
unsafe whert operated in Tccoraance with the 

limitations established in paragraph (e) of 
this section, and section 13 and, If applicable, 
section 14 of this regulation. 

(a) The manufacturer has applied for an 
amendment to the type certificate. 

(b) The Agency's official flight test pro
gram with respect to the amendment of the 
type certificate is in progress. 

(c) The manufacturer certifies that the 
aircraft has met the provisions of subpara
graphs (1) through (3) of this paragraph. 

(1) The modification involved in the 
amendment to the type certificate has been 
designed and constructed in accordance with 
the airworthiness requirements applicable to 
the issuance of the type certificate for the 
aircraft; 

(2) The aircraft substantially complies 
with the applicable flight characteristics re
quirements for the type certificate; 

(3) The aircraft can be operated safely 
under the appropriate operating limitations 
specified In this regulation. 

(d) The manufacturer has submitted a 
report showing that the aircraft incorporat
ing the modifications Involved had been 
flown in all maneuvers necessary to show 
compliance with the flight requirements ap
plicable to these modifications and to es
tablish that the aircraft can be operated 
safely in accordance with the limitations 
specified in this regulation. 

(e) The manufacturer has established, In 
a provisional aircraft flight manual or other 
document and appropriate placards, limita
tions with respect to weights, speeds, flight 
maneuvers, loading, operation of controls and 
equipment, and all other relevant factors. 
The limitations shall include all the limita
tions required for the issuance of a type 
certificate for the aircraft: Provided, That 
where such limitations hate not been estab
lished, appropriate restrictions on the op
eration of the aircraft shall be established. 

(f) The manufacturer has established an 
inspection and maintenance program for the 
continued ah-wOTthlness of the aircraft. 

(g) An aircraft modified in accordance 
with the corresponding amendment to the 
type certificate has been flown by the man
ufacturer for the number of hours found nec
essary by the authorized representative of 
the Administrator, such flights having been 
conducted pursuant to the authority of an 
experimental certificate issued under Part 1 
of the Civil Air Regulations, 

12. Provisional airworthiness certificates 
corresponding with provisional amendment 
to type certificate. A Class I or a Class II 
provisional airworthiness certificate, as speci
fied in section 2 of this regulation, wilt be 
issued for an aircraft, for which a provisional 
amendment to the type certificate has been 
issued, when the applicant shows compli
ance with the provisions of paragraphs (a) 
tnrough (e) oi this section, and an author
ized representative Of the Administrator 



finds that there Is ho feature, characteristic, 
or condition of the aircraft, as modified In 
accordance with the provtstoiially amended 
type certificate, tt-hich would render the air
craft wnwfn g-hen operated tn accordance 
with the limitations established in sections 
ll'el and IS and, u* applicable, section 14 of 
this regulation. 

(a) The applicant submits evidence that 
approval has been obtained for the relevant 
provisions! amendment to the type certifi
cate far the aircraft. 

(b> The applicant submits evidence that 
the modification to the aircraft was accom
plished under a quality control system ade
quate to ensure thas the modification eon-
forms tn the provtsiQmally amended type 
certificate. 

ic\ The applicant submits a statement 
that the aircraft has been found by him to 
be in a safe operating condiMon under the 
applicable limitations. 

(d( The applicant submits a statement 
that the aircraft has been flown at least S 
hours by the rnanuf aerarer. 

(e) The aircraft has been supplied with a 
provisional aircraft flight manual or other 
document and appropriate placards contain
ing the limitations required by sections 
lite) and 13 and. If applicable, section 14 
of this regulation. 

0?I2iTISC LtUITATTOSS 
13. Operation of pttrisicmnUij certificated 

cjre^aft- An aircraft *or r̂hlch a provisional 
airworthiness certificate has been Issued 
shall be operated only by a person eligible to 
apply for a provisional airworthiness certifi
cate in accordance -sith section 2 of this 
regulation, operations shall be tn compli
ance with paragraphs fa) through (J) of 
this section. 

(a) The aircraft shall cot be operated in 
air transportation unless so authorized in a 
particular case by the Director, Bureau of 
Flight Standards. 

<bt Operations shall be restricted to the 
United States. Its Territories and possessions, 

(O The aircraft shall be limited to the 
types of operations listed In subparagraphs 
(1) through (?) of this paragraph. 

<1) Flights conducted by the aircraft or 
engine manufacTurer In direct conjunction 
with the type or supplemental type certifi
cation of the aircraft; 

(2) Training of flight crews, including 
simulated air carrier operations; 

(8) Demonstration flights conducted by 
the manufacturer for prospective purchasers; 

(4) Market surreys by the manufacturer; 
(5) Flight chedOng of Instruments, ac

cessories, and equipment, the functioning of 
which does not adversely affect the basic 
airworthiness of the aircraft; 

(6> Service testing of the aircraft; 
(*?) Such additional operations as may be 

specifically authorized by the authorized 

representative of the Administrator. 
(d) All operations shall be conducted 

within the prescribed limitations displayed 
in the aircraft or set forth In the provisional 
aircraft flight manual or other document 
containing the limitations for the safe oper
ation of the aircraft; Provided, That opera
tions conducted in direct conjunction with 
the type or supplemental type certification 
of the aircraft shall be subject to the expert-
mental aircraft limitations of § 1.74 of Part 
1 of the Civil Air Regulations, and all "flight 
tests" as defined in S 60.60 of the Civil Air 
Regulations shall be conducted in* accord
ance with the requirements of { 60.24 of that 
part. 

(ei The operator shall establish proce
dures for the use and guidance of flight and 
ground personnel in the conduct of opera
tions under this section. Specific procedures 
shall be established for operations from and 
Into airports where the runways require 
takeoffs or approaches over populated areas. 
All procedures shall be approved by an au
thorized representative of the Administrator. 
All operations shall be conducted in accord
ance with such approved procedures, 

ff) The operator shall ensure that each 
flight crewmember is properly certificated 
and possesses adequate knowledge of, and 
familiarity with, the aircraft and the pro
cedures to be used by him, 

(g) The aircraft shall be maintained In 
accordance with applicable Civil A!r Regula
tions, with the Inspection and maintenance 
program established In accordance with this 
regulation, and with any special inspections 
and maintenance conditions prescribed by 
an authorized representative of the Ad
ministrator. 

lb) No aircraft shall be operated under 
authority of a provisional airworthiness car* 
tificate If the manufacturer or the author
ized representative of the Administrator 
determines that a change In design, con
struction, or operation Is necessary to ensure 
safe operation, until such change is made 
and approved by the authorized representa
tive of the Administrator. Section 1-24 of 
Part 1 of the Civil Air Regulations shall be 
applicable to operations under this section. 

(I) Only those persons who have a bona 
fide interest in the operations permitted 
under this section or who are specifically 
authorized by both the manufacturer and 
the authorized representative of the Ad
ministrator may he carried In provisionally 
certificated aircraft: Provided, That they 
have been advised by the operator of the 
provisional certification status of the 
aircraft. 

(!) The authorized representative of the 
Administrator may prescribe £uch additional 
limitations or procedures as he finds neces
sary. This shall include limitations on the 
number of persons who may be carried 
aboard the aircrart. 

14. .Additional limitations to operation* by 

air Carriers. In addition to the limitations 
in section 13 of this regulation, operations 
by air carriers shall be subject to the provi
sions of paragraphs (a) through (d) of this 
section. 

(a) In addition to crewmembers, the air
craft may carry only those persons who are 
listed in 5 40356(c) of Part 40 of the Civil 
Air Regulations or who are specifically au
thorized by both the air carrier and the au
thorized representative of the Administrator. 

lb) The air carrier shall maintain current 
records for each flight crewmember. These 
records shall include such information as Is 
necessary to show that each flight crewmem
ber Is properly trained and qualified to per
form his assigned duties, 

<ci The appropriate Instructor, supervisor, 
or check airman shall certify to the pro
ficiency of each flight crewmember and such 
certification shall become a part of the flight 
crewmember's record. 

Id) A log of all flights conducted under 
this regulation, and accurate and complete 
records of inspections made and mainte
nance accomplished, shall be kept by the air 
carrier and made available to the manu
facturer and to an authorized representative 
of the Administrator. 

15. Other operations. The Director, Bu
reau of Flight Standards, may credit toward 
the aircraft proving test requirements of the 
applicable air carrier regulations such opera
tions conducted pursuant to this special 
regulation as he finds have met the applicable 
aircraft proving test requirements: Provided, 
That he also finds that there Is no significant 
difference between the provisionally certifi
cated aircraft and the aircraft for which 
application is made for operation pursuant 
to an air carrier operating certificate. 

CESTOTCATES ISSTTKD UNDER 
SR-̂ 25A AND SR-425B 

16. Duration. Currently valid provisional 
type and airworthiness certificates issued in 
accordance with Special Civil Air Regula
tions Nos. SR-425A and SR-425B shall re
main In effect for the durations and undei 
the conditions prescribed In those regula
tions. 

This special regulation supersedes Special 
Civil Air Regulation No. SR-425B and thai] 
terminate on June 30. 1963, unless sooner 
superseded, rescinded, or otherwise termi
nated. 
(Sees. 313(a). 601, 603. 608 . 609. 72 Stat. 
7£2, 755. 776. 779; 49 UjS.C. 1354. 1421, 1423, 
1428, 1429) 

Issued in Washington, D.C., on May 
31.1961. 

N. E , HALABY, 
Administrator. 

|PA. Doc. 61-5201; Piled. June 5. 1961; 
8:50 a.m.] 

(As published in the Federal Register / 26 F. R. 4990 / on June 6, 1961) 
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